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SILVYN® AS/EDU-AS/AS-P/EMC cable conduit system Valid: 27.03.2008

Product Description

                                                                                                        

                              

Application

An installation conduit for liquid-tight installations, corresponding to shape I, tested according to DIN VDE 57605. The

metal conduit with a structure corresponding to SILVYN® AS and with additional high-quality polymer (PVC). Outer

sheath is weather-proof, watertight, silicone- and cadmium free, and very resistant to oils, acids,and sea water, with a

high flexibility as well as resistance to extension and compression. It is ideal for use in machine and equipment

manufacture, for protection in wet areas and outdoors.

Technical Data

Colour delivered

grey

Material

Cold strip DC Ø3 in accordance to DIN 10139, zinc

plated Fe/Zn3 Sheath: PVC Silicon-free

Range of temperature

-25°C up to +80°C Briefly up to +100°C

Article List

Part

number

PG

size

Internal

Ø x External

Ø in mm

Bending

radius mm

Suitable

for SILVYN®

MSK-M

Suitable

for SILVYN®

US-M

Suitable

for SILVYN®

US/US-EDU-AS/US

MS-DR

PU

ring in

m

SILVYN® AS-P

64400010 7 7 x 10 32 12 x 1,5 10 x 1,0 7 50

64400020 9 10 x 14 40 16 x 1,5 12 x 1,5 9 50

64400030 11 13 x 17 45 20 x 1,5 16 x 1,5 11 50

64400040 13.5 15 x 19 52 13,5 50
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64400050 16 17 x 21 58 25 x 1,5 20 x 1,5 16 50

64400060 21 22 x 27 72 32 x 1,5 25 x 1,5 21 50

64400070 29 29 x 36 98 40 x 1,5 32 x 1,5 29 25

64400080 36 38 x 45 118 50 x 1,5 40 x 1,5 36 25

64400090 48 49 x 56 140 63 x 1,5 50 x 1,5 48 25

64400100 7 7 x 10 32 12 x 1,5 10 x 1,0 7 10

64400110 9 10 x 14 40 16 x 1,5 12 x 1,5 9 10

64400120 11 13 x 17 45 20 x 1,5 16 x 1,5 11 10

64400130 13.5 15 x 19 52 13,5 10

64400140 16 17 x 21 58 25 x 1,5 20 x 1,5 16 10

64400150 21 22 x 27 72 32 x 1,5 25 x 1,5 21 10

64400160 29 29 x 36 98 40 x 1,5 32 x 1,5 29 10

64400170 36 38 x 45 118 50 x 1,5 40 x 1,5 36 10

64400180 48 49 x 56 140 63 x 1,5 50 x 1,5 48 10


