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Han® Axial screw module

345- Yoy
Features
O 2 contacts (40 A) for power circuits

‘g Male insert with additional protection collar
Q Polarization of moduie

O Axial screw termination

0 Wide outer cable g inclusive insulation of
max. 10.5 mm

Han .
Hodas
0 Note: 4
Only use the Axial screw module with 2
hinged frame
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Technical characteristics

Specifications

Inserts .

Number of contacts
Working current

(see current carrying capacity)
Working voltage
Test voltage Ugn,
Pollution degree
insulation resistance
Material
Temperature range
Flammability ace. to UL 94
Mechanical working life

- mating cycles
Working voitage
according to UL/CSA

Contacts
Material
Surface
- hard-sitver plated
Contact resistance
Axial serew terminal
- mmi
- AWG
- Tightening torque

Current carrying capacity

The current carrying capacity is limited by maximum temperalu
of materialg for inserts and contacts including terminals. The;
current capacity-curve is valid for continuous, not interrupted
current-loaded contacts of connectors when similtaneous power
on all contacts is given, without exceeding the maximum tempe-

rature.

Gontrol and test procedures according to DIN IEC 60512-3.
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@& 24 B hood/ousing with 6 modules; wire gauge: 10 mm?
. (® 24 B hood/housing with & modules; wire gauge: & mm2
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Han-Modular® | =

gt Number of contacts

Han® Axial screw module

Part No.
dentification Male insert (M) Female insert (F)  Drawing : Dimensions in mm
iAxial screw terminal 34,2 e 16—
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Contact arrangement View from tormination side

Dimensions in mm

dentification ' Part No. Drawing
crewdriver
for axial setscrew
09 99 000 0313
gfking instructions " Forstrandod wira 2.5 10 mr fine whe
r axial setscrew g:nm% wire 2.5 w? mm . Exampio: Male nsort Msn K 6/12

Insert strended wire in conta chamber. “Tightening torque: 1 N mex,
During tightening the lock nut, hold stranded wire in position.

Modttlar
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Stock items in bold type
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