
Size A B Price Each
No. (mm)* (mm) (mm) Order Code +

1 3 - 5 2.0 2.0 222-181 — —
2 6 2.8 3.0 222-182 — —
3 8 - 10 4.0 4.3 222-183 — —
4 12 5.5 6.0 222-184 — —
5 14 7.2 8.0 222-185B — —
6 16 - 20 10.5 11.0 222-186 — —
7 22 - 30 13.5 14.5 222-187 — —
8 33 - 42 20.5 21.5 222-188 — —
9 45 27.0 28.0 222-189 — —

Set No. Price Each
No. Of Tools B Order Code +

A 5 1 - 5 147-2135 — —
B 6 1 - 6 147-2137 — —
D 12 1 - 6 +

A100 Drill 147-2139 — —
E 3 7 - 9 147-2138 — —

Price Each
Set No. A100 Drill Order Code +

1 5⁄64 222-170 — —
2 7⁄64 222-171 — —
3 5⁄32 222-172 — —
4 7⁄32 222-173B — —
5 9⁄32 222-174 — —
6 13⁄32 222-175 — —

Set A, B, E
Set D

492809

Individual Sets

Flute geometry
Left hand spiral flutes
Surface treatment
Bright
Range
3 - 45mm
1⁄8 - 3⁄41in
Application
For extracting broken screws or studs by inserting the Extractor into a pre-drilled hole in the
screw and turning anti-clockwise.
Drill size ’A’ use on low or medium tensile screws.
Drill size ’B’ use on high tensile screws.

Sets

Extractor Drill Sets

Carbon Steel Screw Extractor Sets


