
 

J-34

 

PC
B 

an
d 

W
ir

e 
Co

nn
ec

to
rs

 

J

 

990

 

FEATURES AND SPECIFICATIONS

 

2.54mm (.100") Pitch 
KK

 

®

 

 
Crimp Terminal Housing 

2695/6471

 

Features and Benefits

 

■

 

Sizes 1 to 25 circuits 

 

■

 

6471 is end-to-end stackable (2 housings only) 

 

■

 

2695 version with or without locking ramp and 
polarizing ribs

 

Reference Information 

 

Product Specification: PS-10-07 
Packaging: Bag 
UL File No.: E29179 
CSA File No.: LR19980 
Mates With: Molex KK 2.54mm (.100") pitch headers and 

0.04mm (.025") pins
Use With: 2695—2759, 6459 or 41572 terminals 

6471—4809 terminals 
Designed In: Inches 

 

Electrical* 

 

Voltage: 250V 
Current: Phosphor Bronze—4.0A max. 

Brass—2.5A max.
Contact Resistance: 20m

 

Ω

 

 max. 
Dielectric Withstanding Voltage: 1500V AC 
Insulation Resistance: 50K M

 

Ω

 

 min. 

 

Mechanical* 

 

Contact Insertion Force: 681g (1.5 lb) max. 
Contact Retention to Housing: 3.63kg (8 lb) min. 
Mating Force: 199g max. 
Unmating Force: 57g min. 
Normal Force: 200g min. 

 

Physical 

 

Housing: 2695—Red nylon, UL 94V-0 
6471—White nylon, UL 94V-0 

Temperature: 0 to +75˚C 

Order No. 
Polarizing Key 15-04-9209 
Polarizing Peg 15-04-9210

Note: 2695 shownNote: 2695 shownwall of hea55 Tmust be0 6moved.436.464 .78 .78 .78-104ORDERING INFORMATION AND DIMENSIONSPolar382089 -376.247 RG(Dimensionolari376588 -376.247 RG36113 Tw(503 46471olari67.0 0-2Tj/7 RG0 Tw(With Lock54 08 TD)Tj11 -37333F6 1 TRamp08 TD565263 1733316 1 TWith Lock54 08 TD356.14 -37333F6 1 TRamp0and olari.802/F6-37333F6 1 TP10.6654 08 TD7.998 -37333F6 1 TRibs08 TD510..112.29866 1 TWithout08 TD351546 -37333F6 1 TLock54 08 TD-371988 -37333F6 1 TRamp0or08 TD357898 -37333F6 1 TRibs08 TD4.168712.29866 1 TWith Lock54 08 TD356.14 -37333F6 1 TRamp0and olari.802/46-37333F6 1 TP10.6654 08 TD77.418 -37333F6 1 TRibs8 TD4 )Tj4 62 7.66Tj6.g6.503 08 TD3.0 Tc3.02 sh765 170.097  No. )Tj-10(†8 TD7 )Tj7 65 7.66Tj6.g 08 TD7 m115-04-97 

1 • 22-01i311 5650(51.2) 08 TD. 


