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PRODUCT SPECIFICATION 
 

 
ITEM : HAIRNET 

Part Number : Z4-999-01-HAIRNET 
 
 
MATERIAL DESCRIPTION 
 
The hairnet is made from spin bonded non-woven / thermally sealed waffle pattern poly propylene 
(P. P.) evenly meshed throughout the material surface. The thread used is from man made synthetic 
material twilled together to prevent fraying, while the elastic band is made from natural latex with 
overwrapped. 
 
RECOMMENDED APPLICATIONS 
 
This hairnet is suitable in the following areas :  
• Laboratories 
• Cleanrooms 
• Disk drive industry  
• Electronics industry 
 
SPECIFICATIONS 
 

Product Description  
Packing 
Material 
Material surface 
Design 

100 pcs per white opaque bag, with a secondary transparent 
overwrap 
Spun bonded, Non woven polypropylene 
Thermally sealed waffle pattern with 1 /16 inch center 
• Rectangular when open up and can completely cover the head 

and the hair / bun 
• Elastic band secures head neatly and comfortably 
• Elastic band at opening is of “One size fits all” design and 

provide comfortable fit. 
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Physical Properties  
Weight 
Thickness 
Tensile 
strength(Dry/5cm) 
 

20.0 g ± 10 % 
0.12 mm ± 10 % 
• vertical     : 10.4 kg ± 10 % 
• horizontal : 10.0 kg ± 10 % 

 
Allowed for circulation 
 
 
Cleanroom Division 
 

Note: Each user should make his own test to determine the product’s suitability for his own 
intended use and shall resume all risks and liability in connection therewith. 


