
+ + + www.brennenstuhl.com + + + www.brennenstuhl.com + + + www.brennenstuhl.com + + + www.brennenstuhl.com  + + +122

M
ul

ti
-w

ay
-E

xt
en

si
on

s
Su

rg
e 

Pr
ot

ec
ti

on
Po

w
er

 D
is

tr
ib

ut
io

n
Li

gh
ti

ng
Ho

m
e 

Se
cu

ri
ty

 &
 S

af
et

y
Ho

m
e,

 W
or

ks
ho

p,
 D

IY
La

dd
er

s 
an

d 
Tr

es
tl

es
Ad

ve
rt

is
in

g 
m

ed
iu

m

123+ + + www.brennenstuhl.com + + + www.brennenstuhl.com + + + www.brennenstuhl.com + + + www.brennenstuhl.com  + + +

St
ec

kd
os

en
le

is
te

n,
Ti

sc
hs

te
ck

do
se

n
Üb

er
sp

an
nu

ng
ss

ch
ut

z
St

ro
m

ve
rt

ei
lu

ng
Le

uc
ht

en
, S

tr
ah

le
r 

un
d 

Le
uc

ht
m

it
te

l
Ha

us
- 

un
d

Si
ch

er
he

it
st

ec
hn

ik
Ge

rä
te

 fü
r 

W
er

ks
ta

tt
,

Ha
us

 u
nd

 G
ar

te
n

Ar
be

it
sb

öc
ke

 u
nd

St
ei

gg
er

ät
e

W
er

be
m

it
te

l

Personenschutz-Stecker BDI-SF 16 IP 44
Für den Einsatz im Freien, IP 44.
Die ideale Sicherheitsausschaltung zum Anschrauben an häufi g gebrauchte 
Elektrogeräte.

• Der wirksame Schutz gegen Stromunfälle. Trennt blitzschnell die aktiven Leiter vom 
Netz, sobald Differenzströme auftreten.

• Zweipolige Abschaltung. 
• Gerät im Blister.

RCD Circuit breaker plug BDI-SF 16 IP 44
For use outdoors, IP 44.
The ideal circuit breaker to connect to frequently used electrical equipment.

• Provides effective protection against electric shocks. Instantly disconnects the live 
lead from the mains as soon as residual current is present.  

• 2 pin cut-out.
• In blister packaging.

S
P
EC

IAL ROBUST

IP 44

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

Nennspannung
Nominal voltage

Nennstrom
Nominal current

Nenndifferenzstrom
Residual current. Extras

1 29057 0 148141 1 230 V 16 A 30 mA für 3G1,5-Kabel / for 3G1,5-cable

1 29058 0 156450 1 230 V 16 A 30 mA für 3G2,5-Kabel / for 3G2,5-cable

Personenschutz-Adapter BDI-AF 16 IP 44
Für den Einsatz im Freien, IP 44.
Mobiler Stromunfallschutz zwischen Steckdose und Gerät.

• Der wirksame Schutz gegen Stromunfälle. Trennt blitzschnell die aktiven Leiter vom 
Netz, sobald Differenzströme auftreten.

• Zweipolige Abschaltung. 
• Gerät im Blister.

RCD Circuit breaker adapter BDI-AF 16 IP 44
For use outdoors, IP 44. The ideal safety circuit breaker for connection to 
frequently used electrical appliances.

• Provides effective protection against electric shocks. Instantly disconnects the live 
lead from the mains as soon as residual current is present.  

• 2 pin cut-out.
• In blister packaging.

S
P
EC

IAL ROBUST

IP 44

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

Nennspannung
Nominal voltage

Nennstrom
Nominal current

Nenndifferenzstrom
Residual current.

1 29056 0 147571 1 230 V 16 A 30 mA

Stecker und Kupplungen / Plugs and socketsStecker und Kupplungen / Plugs and sockets

CEE-Phasenwender 400 V/32 A

CEE-phase reverse plug 400 V/32 A

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

Anzahl Pole
Numbers of poles

1 08132 0 029235 5 5-polig / 5-pin

Steckdosen-Powerblock 230 V/16 A IP 44

4-Way Powerblock 230 V/16 A IP 44

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

1 08107 0 148356 1

Schutzkontakt-Gummistecker 230 V/16 A IP 44

Rubber plug 230 V/16 A

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

1 08204 0 029273 10

Schutzkontakt-Gummikupplung 230 V/16 A IP 44

Rubber trailing socket 230 V/16 A IP 44

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

1 08205 0 029280 10

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

Farbe
Colour

1 08117 0 117956 25 Weiß / White

1 08119 0 118830 25 Schwarz / Black

Schutzkontakt-Kupplung Earthed connector
Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

Farbe
Colour

1 08118 0 117970 25 Weiß / White

1 08120 0 118854 25 Schwarz / Black

Schutzkontakt-Stecker Earthed plug

IP44

IP44

IP44

IP44




