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Neutrik mono jack NP2X to heavy duty phono   20

Order code Length 1+ 10+ 25+

101-275-204 0.25m 11.78 10.57 9.01

101-276-204 0.5m 11.99 10.75 9.16

101-277-204 1m 12.39 11.12 9.48

101-278-204 2m 13.13 11.78 10.04

101-279-204 3m 13.95 12.51 10.66

101-280-204 5m 15.58 13.98 11.91

101-281-204 10m 19.67 17.64 15.04

101-288-204 15m 23.76 21.31 18.17

101-289-204 20m 27.85 24.98 21.29

audio single leads

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available on NP2X (surcharge
applies)

Neutrik stereo jack NP3X to male XLR NC3MXX   21

Order code Length 1+ 10+ 25+

101-305-300 0.25m 10.87 9.75 8.31

101-031-300 0.5m 11.12 9.97 8.50

101-032-300 1m 11.63 10.43 8.89

101-306-300 2m 12.54 11.25 9.59

101-033-300 3m 13.56 12.16 10.37

101-034-300 5m 15.60 13.99 11.92

101-035-300 10m 20.68 18.55 15.81

101-036-300 15m 25.77 23.11 19.70

101-037-300 20m 30.85 27.67 23.59

101-307-300 30m 41.02 36.79 31.37

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable 
- 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Neutrik stereo jack NP3X to female XLR NC3FXX   22

Order code Length 1+ 10+ 25+

101-305-301 0.25m 11.25 10.09 8.60

101-031-301 0.5m 11.50 10.31 8.79

101-032-301 1m 12.01 10.77 9.18

101-306-301 2m 12.92 11.59 9.88

101-033-301 3m 13.94 12.50 10.66

101-034-301 5m 15.98 14.33 12.21

101-035-301 10m 21.06 18.89 16.10

101-036-301 15m 26.15 23.45 19.99

101-037-301 20m 31.23 28.01 23.88

101-307-301 30m 41.40 37.13 31.66

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable 
- 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Neutrik stereo jack NP3X to GPO jack NP3TB   23

Order code Length 1+ 10+ 25+

101-718-305 0.25m 15.13 13.57 11.57

101-059-305 0.5m 15.39 13.80 11.77

101-060-305 1m 15.90 14.26 12.15

101-342-305 2m 16.81 15.08 12.85

101-061-305 3m 17.83 15.99 13.63

101-062-305 5m 19.86 17.82 15.19

101-343-305 10m 24.95 22.38 19.08

101-719-305 15m 30.04 26.94 22.96

101-720-305 20m 35.12 31.50 26.85

101-721-305 30m 45.29 40.62 34.63

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic 
cable - 10 colours

• Coloured boots and/or marking
rings available on NP2X (surcharge
applies)

• NP3TB default colour is black –
also available in red
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guthried
Text Box
Farnell Code 1956266 XLR plug to balanced jack 3mVan Damme SP-OFC Tour Grade Classic XKEMicrophone Cable - BlackNeutrik ConnectorsTerminated with 2% silver solderRoHS Compliant

guthried
Text Box
Farnell Code 1956268 XLR socket to balanced jack 3mVan Damme SP-OFC Tour Grade Classic XKEMicrophone Cable - BlackNeutrik ConnectorsTerminated with 2% silver solderRoHS Compliant

guthried
VDC Logo




