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TECHNICAL CHARACTERISTICS

MATERIAL

INSULATOR: LCP

FLAMABILITY RATING: UL94-VO
COLOR: BLACK

CONTACT MATERIAL: COPPER ALLOY
CONTACT TYPE: STAMPED

CONTACT PLATING: GOLD

LATCH: STAINLESS STEEL

QUALITY CLASS: 5000 MATING CYCLES

ENVIRONMENTAL
OPERATING TEMPERATURE: -25 UP TO 85°C
COMPLIANCE: LEAD FREE AND ROHS

ELECTRICAL

CURRENT RATING: 0.5A

WORKING VOLTAGE: 50VAC

INSULATOR RESISTANCE: >500 MOHM

DIELECTRIC WITHSTANDING VOLTAGE: 500VAC/MN
CONTACT RESISTANCE: 50 mOHM MAX

SOLDERING
REFLOW PROCESS ONLY

PACKAGING
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UNIT: MM

DESCRIPTION: SIM Card Connector - Header - 6 pins

SCALE:

SHEET: 1/2

WERI PART NO: 693 010 010 601

DRAW: VICKY

SIZE
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CARRIER TAPE IS EMPTY CARRIER TAPE WITH 1000pcs CARRIER TAPE IS EMPTY
160mm , 24000mm , 100mm 300mm

28.40
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PACKING DIRECTION
CORRUGATED PAPER BOARD

REEL LABEL

FITTING TAPE
DRYING AGENT
~. COVER TAPE
WATER PROOF BAG
CORRUGATED
PAPER BOARD CARTON

TRIANGLE CYLINDER
CCARDBOARD

1200PCS/Reel,10800PCS/Carton.
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