
SPC SPC TECHNOLOGY

OSHA

Inches [mm] Inches [mm]

2896 100
2921 1000
3084 100
3109 1000
3034 100
3059 1000
2895 100
2920 1000
3083 100
3108 1000
3033 100
3058 1000
2894 100
2919 1000
3082 100
3107 1000
3032 100
3361 1000
2893 100
2918 1000
3081 100
3106 1000
3031 100
3056 1000
2914 100
2939 1000
3102 100
3127 1000
3052 100
3077 1000
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24 7/32 0.024 0.61 0.056 1.42

Nom. Dia of 
Conductor

Nom. O.D.

16 26/30 0.058 1.47 0.092 2.34

SPC Type 
No.

Color

18 16/30 0.045 1.14 0.077 1.96

Black

AWG
Spool Size 

(Feet)

Red

0.069

NO./ Size 
of Strands

22 7/30 0.030

SPECIFICATIONS:
1. Conductors: Stranded tinned copper.
2. Insulation: PVC
3. Temperature Range: -10°C ~ +80°C, 90°C, or 105°C
4. Voltage Range: 300 Volts. ( Tag may also indicate 600 Volt peak for electronic use only)
5. UL Style: 1569, 1497, 1007, 1581 and 1039
6. MIL-W-76B, Type MW
7. CSA Type TR-64
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