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ØTBRAZED SEAM

Tolerances Unless 
Otherwise Specified

Decimals
.X ± 0.015

.XX ± 0.010
.XXX ± 0.005

NOTES:  
 1. MAXIMUM CURRENT: SAME AS WIRE
 2. TEMPERATURE RANGE: 175 °C/347 °F MAX.
 3. STRIP AWAY THE END 3/4 INCHES OF WIRE INSULATION
 4. TERMINAL MATERIAL: ETP COPPER
 5. TERMINAL PLATING: TIN
 6. UL LISTED AND CSA CERTIFIED FOR USE ON
     STRANDED COPPER (AWG) WIRE ONLY

SPC Type No.
Wire Size 

(AWG)
Stud Size W S T

Pkg. 
QTY

CBS-ZO-1406 16 ~ 14 #6 (.138) .148 100
SPC3665 16 ~ 14 #6 (.138) .148 1000

CBS-ZO-1408 16 ~ 14 #8 (.164) .174 100
SPC3666 16 ~ 14 #8 (.164) .174 1000

CBS-ZO-1806 22 ~ 18 #6 (.138) .25 .148 100
SPC3663 22 ~ 18 #6 (.138) .25 .148 1000

CBS-ZO-1808 22 ~ 18 #8 (.164) .30 .174 100
SPC3664 22 ~ 18 #8 (.164) .30 .174 1000
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