
- Technical equipment: 0-10 VDC / PWM control input, tach output 

- Impeller material: All-plastic impeller of PA 6.6 GV, injected round sheet-metal plate 

- Bearings: Maintenance-free ball bearings 
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Nominal data

kg°CPadB(A)AW1/minm³/hVDCVDCMotorType

0.7-25 .. 600 .. 510631.3028390036016 - 2824M1G055BDR1G133AA1702

Subject to modification
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[1/min]Characteristic: Pressure over air flow
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Specific drawing
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Connection illustration
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Line Signal Colour Assignment / function Line Signal Colour Assignment / function
1 1+ red maximum ripple ± 3.5 % Tacho white

0-10 V / PWM yellow Control inputGND blue GND

Line 1

red yellowwhiteblue

Tach output: pulses per revolution

temperature
control module

50002-1-0174
50003-1-0174

speed setting

PWM 1 - 10 kHz

speed setting
with 
potentiometer

full speed

100% PWM -> n=max
ca. 10% PWM -> n=min
< 10% PWM -> n=0

speed setting

1 V - 10 V

10 V -> n=max
ca. 1 V -> n=min
< 1 V -> n=0

33 K 4.7 K

10 K
PWM

12 V 12 V

U

speed display

alarm

controller

counter

red

white

blue

maximum ripple
±3.5%

tach output
pulses per revolution

GND

RE> 100 K

Isink max. 10 mA

680 Ω

47 V

Customer circuit

Notes on various control possibilities and their applications

Connection Fan

yellow

Lin/PWM control input
0-10 VDC / PWM
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Technical description

- Impeller material: All-plastic impeller of PA 6.6 GV, injected round
sheet-metal plate 
- Direction of rotation: Right, looking at rotor 
- Electrical connection: Cable ends with wire-end clamps 
- Installation orientation / condensate discharge holes: Any installation
orientation without condensate discharge holes 
- Operating mode: S1 
- Protection class: I 
- Approvals: UL 1004, CSA C22.2 No. 100 tested at UL 

- Technical equipment: 0-10 VDC / PWM control input, tach output 
- Bearings: Maintenance-free ball bearings 
- Number of impeller blades: 7 
- Cable layout: Variable 
- Screw depth: Max. 6 mm 
- Insulation class: "B" 
- System of protection: IP 20 

Contact

ebm-papst Mulfingen GmbH & Co. KG
Bachmühle 2
D-74673 Mulfingen
Phone +49 (0) 79 38 / 81-0
Fax +49 (0) 79 38 / 81-110
info1@de.ebmpapst.com
www.ebmpapst.com
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