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Covers

Pressed metal cover

for use with 1 lever on the housing
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Identification

Pressed metal cover
for hoods

Pressed metal cover
for housings and hoods
(cable to cable)

Die cast metal cover
for hoods

Die cast metal cover
for housings

'
Die cast metdl cover
for hoods
(cable to cable)

1) for hoods and housings with mounted male connector
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2) for hoods and housings with mounted female connector
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Cable entry protection s

Special cable clamp with anti-twist device

\\ / - Bell mouth entry reduces strain on cable

1

\ * ~ Strain relief against tensile forces

Ll £ )~ Anti-twistdevice

e
|

.‘. - Degree of protection iP 65
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M — Male and female inserts interchangeable

Assembly details for hoods with special cable clamp and anti-twist device

Special metal cable clamp
with strain relief and bell-mouth

Seal and 2 pressure rings

Anti-twist device for hexagonal adaptor

Hexagonal adaptor secured with Loctite

Hood

j Assembly instructions
- The special cable clamp, pressure rings and seal must first be slid onto the prepared cable.

The anti-twist device can be fitted to the hood or the hexagonal adaptor as shown, ensuring that it is in its inoperative position.
— The insert may now be wired and fixed in the hood.

— Siide the seal and pressure rings into position.

- Screw in the special cable clamp until cable entry is sealed ensuring that the upper and lower hexagonal sections are in alignment

= Move the anti-twist device towards the special cable clamp until the sprung securning pin 1s in the locked position (see assembled connector drawing above).
. 1 58 — Tighten the strain relief clamp




