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Flex-System, THT LED’s Flex System, THT LEDs

Allgemeine Hinweise und Technische Daten
Allgemeine Hinweise: siehe Seite 3

Technische Daten LED’s: siehe Seite 39

Gehäuse-Werkstoff: PC schwarz UL94

LL-Werkstoff: PMMA

Linsen-Werkstoff: PC glasklar UL94

Umgebungstemperatur: -40°C ... +85°C

ESD-Schutz: > 12kV

General Remarks and Technical Data
General Remarks: see page 3

Technical Data LEDs: see page 39

Housing Material: PC black UL94

LL-Material: PMMA

Lens-Material: PC clear UL94

Ambient Temperature: -40°C ... +85°C

ESD-Protection: > 12kV

Das Gehäuse ist für Lichtleiter-Aufnahmen Ø 2 mm ausgelegt, d.h. es werden 2000 

µm Fasern und auf Anfrage 1000 µm Fasern, schwarz ummantelt, eingesetzt. Das 

Gehäuse kann stehend und liegend zur Anwendung kommen. Zur Frontplatte wird 

die Lichtleiter-Faser mit einer Linse versehen. Die Linse wird in der Frontplatte 

durch Preßsitz gehalten. Die Verwendung des Lichtleiters erfolgt in Verbindung mit 

THT LED’s. Gehäuse, Lichtleiter und Linse werden unmontiert geliefert.

The housing is designed to accommodate Ø 2 mm light guides, i.e. 2000 µm fibers 

and on request 1000 µm fibers with a black coating are used. The housing can be 

used upright or lying flat. Towards the front panel, the light guide fiber is provided 

with a lens. The lens is press-fitted in the front panel. The light guide is used in 

conjunction with THT LEDs. Housing, light guide and lens are not assembled.
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Gehäuse 

Anode + 

1

6.
5

11

Ø4.2

2.54

6

Ø
4.

2

7.8

1.8

0.5

>R 20 Ø
2

Ø
3.

8

3.
2

Mindestmengen für Sonderlängen = 1.000 Stück / auf Anfrage

Minimum quantity for special lengths = 1.000 pieces / on request

Einbaubeispiel · Mounting Example

Art.-Nr.THT LED Farbe · THT LED color LED-Type

Einbaubeispiel · Mounting Example

Auf Anfrage lieferbar · on inquires available

1316.8001
1316.7001
1316.2001

Prinect Printready ColorCarver
Page is color controlled with Prinect Printready ColorCarver 3.0.34
Copyright 2005 Heidelberger Druckmaschinen AG

To view actual document colors and color spaces,
please download free Prinect Printready ColorCarver (Viewer) Plug-In from:
http://www.heidelberg.com

Applied Color Management Settings:
Output Intent (Press Profile): ISOcoated.icc

RGB Image:
Profile: HDM sRGB Profile.icm
Rendering Intent: Perceptual
Black Point Compensation: no

RGB Graphic:
Profile: RGB2CMYK.icm
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent RGB/Lab Image:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent RGB/Lab Graphic:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent CMYK/Gray Image:
Rendering Intent: From Document
Black Point Compensation: no

Device Independent CMYK/Gray Graphic:
Rendering Intent: From Document
Black Point Compensation: no

Turn R=G=B (Tolerance 0.5%) Graphic into Gray: yes

Turn C=M=Y,K=0 (Tolerance 0.5%) Graphic into Gray: yes
CMM for overprinting CMYK graphic: no
Gray Image: Apply CMYK Profile: no
Gray Graphic: Apply CMYK Profile: no
Treat Calibrated RGB as Device RGB: no
Treat Calibrated Gray as Device Gray: yes
Remove embedded non-CMYK Profiles: yes
Remove embedded CMYK Profiles: yes

Applied Miscellaneous Settings:
All Colors to knockout: no
Pure black to overprint: no
Turn Overprint CMYK White to Knockout: yes
Turn Overprinting Device Gray to K: yes
CMYK Overprint mode: set to OPM1 if not set
Create "All" from 4x100% CMYK: yes
Delete "All" Colors: no
Convert "All" to K: no


Prinect Printready Trapper
Page is trapped with Prinect Printready Trapper 5.0.34
Copyright 2005 Heidelberger Druckmaschinen AG

To view traps, delete traps or to get detailed trapping information,
please download free Prinect Printready Trapper (Viewer) Plug-In from:
http://www.heidelberg.com

Settings:
Width: 0.040 mm  =  0.113 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: yes
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 12.0 pt
Overprint Black Strokes: no
Overprint Black Graphics: no



